
NOVOTRON's top-hat rail mounted 
servo converter ND31-HSM

Are you looking for a quick, easy and trouble-free way to 
retrofit your application? Simply mount the servo converter 
onto the top-hat rail in the switch cabinet!

Again, as it is the case with the other versions NOVOTRON provides 
(compact device, 19-inch plug-in module), it is the all-in-one principle that 
is applied: All functions and features requested for operation are integrated in 
a single device! 

For example, 
NOVOMERIK positioning control,
table interpolation (trajectory curve memory in the converter),
fine interpolation if setpoint is set over CAN bus, 
interpolation for sinusoidal encoder, 
auto adjustment of commutation position,
synchronization of several servo converters, 
sequencing control,
oscilloscope function for start-up procedure.

All of these features are provided by all our devices without additional hardware!

Device type Rated Rated Supply DC Number of Dimensions Weight
output output voltage link input L x W x H

current voltage phases

kW Aeff VAC VDC mm kg

ND31-3202 0,5 2 230 320 1 / 3 260 x 140 x 82 2,7

ND31-3204 1 4 230 320 1 / 3 260 x 140 x 82 2,7

ND31-3207 2 7 230 320 1 / 3 260 x 140 x 82 2,7

All devices have the following interfaces: 
NOVOBUS (RS 232, RS 422), CAN bus (NOVOTRON protocol, CAN Open),  NOVODRIVE Profibus
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